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A Factual Report from Mercury Marine

Test Date 9/23/2016 ::":::: of 1
Test Conductor TC Engine 225 hp Verado
Boat Weight as Tested (Ibs) 3557 (2 people) Horsepower 225
Air Temperature (degrees F) 84 Cylinders 6
Elevation (ft) 360 g";‘;l"; o |15
(S::I"s‘lla :nooth I slight / moderate) Gakn
Wind Velocity range (mph) 0-5 -
Fresh/Salt Water Fresh DAT SP S
Fuel Level at Testing (gal) 30 Region/s sold
Manufacturer Sea Pro Boats
e
Top Speed (mph @ rpm) 50.7 @ 6150 Boat Model 228 Bay
Acceleration 0 - 20 mph (seconds) 4.1 Boat Type Inshore Fishing
Material Fibergalss
Acceleration 0 - 30 mph (seconds) 6.2 Length (in) 22'g"
Best Fuel Economy (mpg @ rpm) 3.8 @ 3000 Beam (in) 84"
Max hp Capacity 250 HP
Steering Type Mercury Power Steering
50 BGPH OMPH OMPG s g Dry Boat Weight (Ibs) 2325 wio Engine
45 . e ——— i ‘T Mounting Bolt Hole (outboard) Hydraulic Jackplate
40 _ E 5.0
35 A B
& 3 4 : =
9 25 130 8 Part Number
E 20 = Mercury Name Mercury Enertia
= 15 20 Material ss
12 Il 1.0 Diameter/Pitch 18P
0 L1 00 Number of Blades 3
1000 2000 3000 3500 4000 4500 5000 5500
RPM SPEED e o RANGE | SOUND
RANGE MPH GPH MPG MILES dB-A
1000 49 1 49
2000 83 3 28
3000 19.8 52 3.8
3500 26.4 73 37
4000 321 9.7 33
4500 37.2 11.6 3.2
5000 421 15 238
6150 50.7 22 23 800-MERCURY MERCURYMARINE.COM
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